Art Spec Sheet

PLASTIC TAMBOURINE MUSO010

Accepted File Formats for Best Print Quality:

Pad Print
* Vector Artwork (Files must be submitted with fonts/text converted to outlines/curves):
Accepted file types:
.ai (Adobe lllustrator CC or lower ) RECOMMENDED
.cdr (Coral DrawX5 or lower)
.pdf (Adobe Portable Document Format with preserved Illustrator Editing Capabilities)
.eps (Encapsulated PostScript)

* General Information
» Standard imprint 4 Color Spot Max (No gradients, tones or placed images)
* Stock Colors or Pantone matches acceptable for additional charge
* Art Approval will be required from the customer before production begins (Email or Fax)
* Production Time: 5-10 business days after receipt of artwork approval
* Templates are available if requested by customer
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Art Spec Sheet
PLASTIC TAMBOURINE MUSO010

Accepted File Formats for Best Print Quality:
Digi-Print
* Vector or Minimum 300dpi Artwork (Files must be submitted with fonts/text converted to outlines/curves):
Accepted file types:
.ai (Adobe lllustrator CC or lower ) RECOMMENDED
.cdr (Coral DrawX5 or lower)

.pdf (Adobe Portable Document Format with preserved lllustrator Editing Capabilities)
.eps (Encapsulated PostScript)

.psd (Adobe Photoshop CC or lower )

tiff

jpg

.png

* General Information
* 4 Color Process

* Art Approval will be required from the customer before production begins (Email or Fax)
* Production Time: 5-10 business days after receipt of artwork approval
* Templates are available if requested by customer
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