
LED FOAM LUMITON BATON LIT1_ _
Imprinting on our Lumitons can range from a Standard 4” x 5” label (spot color) to a 
Large 15.5” x 5.5” label (full color process) to Full Length imprinted shrink sleeve. 
Pricing is based on the size and color of your imprint.  
 
Imprint size options are broken down by Letters A - E. (See spec sheets for detailed copy and
print areas) Imprint A or B is included in the purchase price as shown. Letters A - E are listed below. 
 
A or B:  4" x 5"  Wrap-Around Decal. Minimum is 200 pcs.  For all imprinting add
a Set-up fee of $55 (v), no additional charges. Imprint method:  The 1 color Wrap-Around Decal
includes a 1 color imprint in 1 location as shown in image A or B.  
Imprint  Production Time: 5-10 business days after receipt of artwork and approval.
 
C:  8" x 5" Wrap-Around Decal. Minimum is 200 pcs. For all imprinting add a Set-up fee of $80 (v)
and .38 cents (v) per piece.  Imprint Method: A larger 4 color process Wrap-Around Decal. 
Production Time: 5-10 business days after receipt of artwork and approval. 
 
D:  15.5" x 5.5" Wrap-Around Decal. Minimum is 200 pcs. For all imprinting add a Set-up fee of $80 (v)
and .75 cents (v) per piece. Imprint Method: A Huge 4 color process 360 Wrap-Around Decal.
Production Time: 5-10 business days after receipt of artwork and approval. 
 
E:  16" x 6" Full Length Shrink Sleeve.  Minimum is 1000 pcs. For all imprinting add a Set-up fee of $120 (v)
and .50 cents (v) per piece.  Imprint Method: Full Length 360 Shrink Sleeve, full color.  
Production Time: 21-28 business days after receipt of artwork and approval.  

Art Spec Sheet

*Image may not be to scale.
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A or B WRAP AROUND DECAL LED LUMITON BATON LIT1_ _
Art Spec Sheet

Accepted File Formats for Best Print Quality:
• Vector Artwork (Files must be submitted with fonts/text converted to outlines/curves):
 Accepted file types:
   .ai (Adobe Illustrator CC or lower ) RECOMMENDED 
  .cdr (Coral DrawX5  or lower)
  .pdf (Adobe Portable Document Format with preserved Illustrator Editing Capabilities)
  .eps (Encapsulated PostScript)

• General Information
  • 4 Color Spot Max (No gradients, tones or placed images)
  • Stock Colors
  • Art Approval will be required from the customer before production begins (Email or Fax)
  • Production Time: 5-10 business days after receipt of artwork approval
  • Templates are available if requested by customer

  

*Image may not be to scale.
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4 Color Process
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C WRAP AROUND DECAL LED LUMITON BATON LIT1_ _
Art Spec Sheet

Accepted File Formats for Best Print Quality:
• Vector or Minimum 300dpi Artwork (Files must be submitted with fonts/text converted to outlines/curves):
 Accepted file types:
  .psd (Adobe Photoshop CC or lower )  
  .tiff
  .jpg
  .png
  .ai (Adobe Illustrator CC or lower )  
  .cdr (Coral DrawX5  or lower)
  .pdf (Adobe Portable Document Format with preserved Illustrator Editing Capabilities)
  .eps (Encapsulated PostScript)

• General Information
  • 4 Color Process
  • Art Approval will be required from the customer before production begins (Email or Fax)
  • Production Time: 5-10 business days after receipt of artwork approval
  • Templates are available if requested by customer

  

*Image may not be to scale.



4 Color Process
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D WRAP AROUND DECAL LED LUMITON BATON LIT1_ _
Art Spec Sheet

Accepted File Formats for Best Print Quality:
• Vector or Minimum 300dpi Artwork (Files must be submitted with fonts/text converted to outlines/curves):
 Accepted file types:
  .psd (Adobe Photoshop CC or lower )  
  .tiff
  .jpg
  .png
  .ai (Adobe Illustrator CC or lower )  
  .cdr (Coral DrawX5  or lower)
  .pdf (Adobe Portable Document Format with preserved Illustrator Editing Capabilities)
  .eps (Encapsulated PostScript)

• General Information
  • 4 Color Process
  • Art Approval will be required from the customer before production begins (Email or Fax)
  • Production Time: 5-10 business days after receipt of artwork approval
  • Templates are available if requested by customer
  

*Image may not be to scale.



4 Color Process
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E FULL LENGTH SHRINK SLEEVE LED LUMITON BATON LIT1_ _
Art Spec Sheet

Accepted File Formats for Best Print Quality:
• Vector or Minimum 300dpi Artwork (Files must be submitted with fonts/text converted to outlines/curves):
 Accepted file types:
  .psd (Adobe Photoshop CC or lower )  
  .tiff
  .jpg
  .png
  .ai (Adobe Illustrator CC or lower )  
  .cdr (Coral DrawX5  or lower)
  .pdf (Adobe Portable Document Format with preserved Illustrator Editing Capabilities)
  .eps (Encapsulated PostScript)

• General Information
  • 4 Color Process
  • Art Approval will be required from the customer before production begins (Email or Fax)
  • Production Time: 21-28 business days after receipt of artwork approval
  • Templates are available if requested by customer

  

*Image may not be to scale.


